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In response to the Office Action mailed March 24, 2004, please amend the 
above-identified Application as follows: 
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IN THE CLAIMS : 

Please cancel claims 7-12 without prejudice, and amend claims 1 and 5 as 

follows. 



1. (Currently Amended) A liquid crystal display comprising: 

a display part displaying an image in accordance with image display data 
supplied through data signal lines; and 

a driving part driving each data signal line of said data signal lines by using a 
plurality of driving devices together for each data s i gnal l ine simultaneousl y so as to increase 
the driving capability . 

2. (Original) The liquid ciystal display as claimed in claim 1 , wherein said 
plurality of driving devices are disposed on the same side of the data signal line. 



3. (Origmal) The liquid crystal display as claimed in claim 1 , wherein the 
number of the driving devices used for driving each data signal line is controlled in 
accordance with a particular type of said display part. 

4. (Original) The liquid crystal display as claimed in claim 1, further 
comprising a wiring part provided on a substrate on which said display part is formed, 

said driving devices being connected to said signal data line in said wiring part 



BEST AVAILABLE COPY 



5. (Currently Amended) A liquid crystal display comprising: 

a display part displaying an image in accordance with image display data 
supplied through data signai lines; and 

a driving part driving each data signal line of said data signal lines by 
supplying a plurality of sets of same image display data to e ach data oignal lino 
simultaneousl y so as to increase the driving capability . 

6. (Original) The liquid crystal display as claimed in claim S, wherein said 
driving part supplies, to each data signal line, respective image display data. 

7-12. (Cancelled) 
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